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THE SULZER MANUAL GUN IS CAPABLE OF DISPENSING ARC 
PRODUCTS WITH 2:1 AND 4:1 MIX RATIOS 

IT IS DESIGNED TO EXTRUDE PRODUCT THROUGH A 
STATIC MIXER, AND IS INCAPABLE OF SPRAYING ARC 

COATINGS  



EACH MANUAL GUN COMES WITH AN ARRAY OF 
PLUNGER DISCS DESIGNED TO FIT SULZER CARTRIDGES. 

CURRENT ARC PRODUCTS UTILIZE EITHER THE 2:1 OR 
4:1 (ARC 858 )  



THE 4:1 PLUNGER 
DISC IS UTILIZED 

FOR ARC 858 

ARC COATINGS REQUIRE THE 1:1 
PLUNGER DISC  ( PART A )  



ARC 858 IS AVAILABLE IN  940 ML CARTRIDGES AND 
COMES WITH 2 STATIC MIXERS  



DUE TO ITS VISCOSITY, ARC 858 WILL REQUIRE  
PRE-HEATING , FOR AT LEAST 1 MINUTE ON HIGH 

( 1100 WATT MICROWAVE). IT CAN BE HEATED 
FOR 2 MINUTES  IF  DESIRED. SHAKING THE 

CARTRIDGES AFTER HEATING IS RECOMMENDED 

PRIOR TO HEATING, THE CARTRIDGES 
SHOULD BE AT ROOM TEMPERATURE    

72 F / 22 C 



BAND HEATERS AND PAIL HEATING BLANKETS ARE 
OTHER ALTERNATIVES  FOR HEATING THE 
CARTRIDGES STORED IN 5 GALLON PAILS. 

TEMPERATURE RECOMMENDATION 
115 F – 125 F ( 46C - 52C ) 



FAILURE TO PREHEAT THE COATING WILL CREATE BACKPRESSURE  AS 
THE HANDLE IS DEPRESSED, RESULTING IN THE COMPONENTS 
EXTRUDING BETWEEN THE CARTRIDGE END CAP AND CARTRIDGE 
WALL. 

END CAP 



REMOVE THE ROUND LOCKING 
COLLAR BY TURNING IT COUNTER 

CLOCKWISE 



REMOVE THE GREEN PLUG AND 
LOCK RING FROM THE TOP OF 

THE CARTRIDGES 



BOTTOM OF THE STATIC 
MIXER  

ALIGN THE BOTTOM OF THE STATIC MIXERS 
WITH THE CORRESPONDING HOLES ON THE 

TOP OF THE CARTRIDGE 



PUSH THE STATIC MIXER 
ONTO THE CARTRIDGE 



SLIDE THE LOCK RING OVER 
THE STATIC MIXER, AND 

TURN CLOCKWISE TO 
SECURE THE STATIC MIXER 

TO THE CARTRIDGE 



INSERT THE CARTRIDGE INTO THE OPENING OF THE 
GUN. MAKE CERTAIN THE  CARTRIDGE ALIGNS WITH 

THE APPROPRIATE PISTON 



PROPERLY SEATED CARTRIDGES WILL HAVE THEIR 
COMPONENTS ALIGNED WITH THEIR 

APPROPRIATE  PLUNGER DISCS 



DEPRESSING THE HANDLE WILL FORCE THE PISTONS AND PLUNGER 
DISCS  FORWARD, EXTRUDING THE PART A  AND  PART B INTO THE 
STATIC  MIXER  

PLUNGER DISCS  



THE STATIC MIXER WILL  COMBINE THE 
PART A AND  PART B COMPONENTS . 

COMPLETE MIXING IS ACHIEVED  AT THE 
END OF THE MIXER. 

STATIC MIXERS CAN NOT BE REUSED    

UPON INITIAL USE , THE ARC 858 MAY 
APPEAR BLACK IN COLOR DUE TO 

INCOMPLETE MIXING IN THE STATIC 
MIXER. THIS IS NORMAL. WHEN THE ARC 

858 IS GREY, IT IS  “ON RATIO” AND 
READY FOR USE. 



DEPRESSING THE HANDLE WILL RELEASE THE PISTONS FOR 
CARTRIDGE REMOVAL  

PULL BACK TO RELEASE  PLUNGER DISCS  



ARC 858 CAN BE EXTRUDED IN 
VARYING THICKNESSES BY 

CUTTING THE SEGMENTED END 
OF THE STATIC MIXER  



• SULZER MANUAL GUN PART NUMBER – 084773 
 

• STATIC MIXERS - ARC 858 ( 940 ML ) 4:1    PART NUMBER 084242   
  QUANTITY OF 10 MIXERS PER PACKAGE  
 

• STATIC MIXERS –  ARC S2, ARC SD4i, ARC S1PW, ARC S4+  ( 1125 ML ) 2:1         
                    PART NUMBER  082882 QUANTITY OF 10 MIXERS PER 
                    PACKAGE     


